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Manufacturer Trade Name Stopping Material Sealant Suitability Number 

Fly-Lite Light Weight Blocks, dry-stacked Eagle Seal 
“Air-Floated” ST12/00 

Matrix PAAC, L.P. Light Weight Blocks (8" min.), 
mortared none ST16/00 

Matrix PAAC, L.P. 
Light Weight Blocks, dry-stacked 

KCG, INC 
Magnum Products 

“Brattiskote” 
ST16/01 

Matrix PAAC, L.P. 
Light Weight Blocks, dry-stacked 

Fosroc 
“Airtite Trowel 

Grade” 
ST16/02 

Matrix PAAC, L.P. Light Weight Blocks (6" min.), 
mortared 

Quikrete 
“Redi-Seal Mine 

Sealant” 
ST16/03 

Matrix PAAC, L.P. Light Weight Blocks (6" min.), 
mortared none ST16/04 

Matrix PAAC, L.P. Light Weight Blocks (8" min.), 
mortared 

Quikrete 
“Redi-Seal Mine 

Sealant” 
ST16/05 



Manufacturer Trade Name Stopping Material Sealant Suitability Number 

Matrix PAAC, L.P. Light Weight Blocks (6" min.), 
mortared 

Quikrete 
“BlocBond” ST16/06 

Rohmac, Inc. Kwic-Wall Steel panels Clayton U2-200FR ST18/00 

Aerated Concrete 
Systems ACCO Light Weight Block (8" min.) 

mortared 
Elite (ACCO) 

thinbed ST20/00 

Contact Mark Schwartz at 304-547-2083 for further information 


